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With worldwide sales offices and
distribution partners, AVA® is a leader
in the design and manufacturing of
innovative and sustainable resilient
flooring that improves quality of life
and cares for our environment with its
category-leading sustainability program

Sustainability

AVA® products meet some of the world’s strictest VOC
emission limits, earning FloorScore®, Indoor Advantage
Gold, and GREENGUARD Gold certifications. All AVA®
products are 100% free of formaldehyde and ortho-
phthalates and can help projects gain points for the LEED,
WELL and Fitwell credits.

AVAP® is committed to complete transparency in its
products, featuring Declare labels and Health Product
Declarations to display a listing of product components.
Environmental Product Declarations disclose the impact
of the products across their entire life cycle from raw
material to end-of-life.

This commitment to sustainability extends to AVA®'s
production facilities, which have been designed
with impact reduction in mind. AVA®'s production
process reuses both water and excess material from
manufacturing.

ENHANCED
POLYURETHANE
FINISH

AMP

ADVANTAGE

AVA®'s patented AMP Advantage finish technology leads the

market, offering 30% more scratch resistance than typical
coatings and featuring a diamond-like crystal structure that
exceeds the hardness of tungsten and aluminum oxide.

» Patented coating with a low-gloss finish
» Exceptional strength and resistance to wear
« Flexible, resists fading and non-brittle

* No “white scratches” like other coatings that
scratch or break

» Safe for the environment: an organic agent,
no VOCs, no metal content

How AVA contributes to LEED & WELL credits
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AVA® js global in North America, Europe, Asia Pacific and Africa, with North American offices in
Toronto, Canada, Mooresville, North Carolina; and Dalton, Georgia. Its first USA production facility
opening in Fall 2020 is adjacent to the North American Headquarters and Innovation Center.
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